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Primary route(s) of entry Skin cont
 
Symptoms of exposure 
Inhalation Breathing

respirator
  
Eye contact May caus
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2. COMPOSITION/INFORMATION ON INGREDIENTS
CAS Number Weight % 
sphalt 8052-42-4 60 – 90 

CAS Number Weight % 
bric 25038-59-9 10 - 20 
tic rubber Mixture 1 - 10 
r Mixture 1 - 5 

tory Status 
3. HAZARDS IDENTIFICATIO
1. PRODUCT AND COMPANY IDENTIFICATIO
GeoTac HS Page 1 of 5  

haltic inner layer bonded to outer layers. Contact with the inner 
ay cause severe eye irritation, or skin irritation. 

f fire, use water, water spray, dry chemical, or CO2. 

act. 

 vapors, especially from heated product, may cause irritation to 
y tract. 

e severe irritation, redness, tearing, and blurred vision. 



Medical conditions aggravated 
by exposure 

Chronic respiratory or skin conditions. 

 
Listed as carcinogen or 
potential carcinogen 

Not listed by OSHA, the International Agency for Research on Cancer 
(IARC), or the National Toxicology Program (NTP). See Section 11 for 
additional information. 
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4. FIRST AI
nhalation Remove patient from area to fresh air. Seek medical attention if respiratory 
irritation develops or if breathing becomes difficult. 
 

ye contact Immediately rinse eyes slowly and gently with water for at least 15 minutes 
while holding eyelids apart to ensure rinsing of the entire surface of the 
eyes and lids with water. Remove any contact lenses after the first 5 
minutes and then continue flushing eyes. Get immediate medical attention. 
 

kin contact Wash affected areas with plenty of water, and soap if available, for several 
minutes. Seek medical attention if irritation develops and persists. 
 

ngestion Not a likely route of exposure. 
 

ote to physician Treat symptomatically 

 
5. FIRE FIGHTING MEASURES
lash Point and Method >400 °F (204 °C) for asphalt (Cleveland Open Cup) 
 

eneral hazard Hydrogen sulfide, a toxic gas, may be released when the product is heated. 
 

xtinguishing media Water, water spray, dry chemical, or CO2. 
 

xtinguishing media to avoid None 
 

pecial firefighting instructions Move containers from area if it can be done without risk. 
 

irefighting equipment As in any fire, wear NIOSH approved, positive-pressure, self-contained 
breathing apparatus and full protective gear. 

 
6. ACCIDENTAL RELEASE MEASURES
ersonal precautions Wear appropriate protective equipment (see Section 8). 
 

nvironmental precautions N/A 
 

lean-up methods N/A 

E 
7. HANDLING AND STORAG
rafco, Inc. GeoTac HS Page 2 of 5  
rinted: 2/24/2006 

andling Wear appropriate protective equipment (see Section 8). Wash thoroughly 
after handling. 
 

torage Keep away from heat, flames, and other ignition sources. 
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8. EXPOSURE CONTROLS/PERSONAL PROTECTION
ngineering controls Normal ventilation. 
 

ersonal Protection  
espirator In operations where the product is heated and vapors are generated, use a 

NIOSH approved respirator that has been selected by an industrial 
hygienist or other technically qualified person for the specific work 
conditions. If respirators are used, OSHA requires compliance with its 
respiratory protection program (29 CFR 1910.134). 
 

ye Protection Wear safety glasses if there is any potential for eye contact. 
 

loves Wear work gloves. 
 

lothing Normal work clothing. 
 

ther Eye wash if there is a potential for eye contact. 
 

xposure controls Asphalt fume OSHA PEL: N/E 
  ACGIH TLV: 0.5 mg/m3 TWA (as benzene-soluble aerosol) 
 
Hydrogen sulfide OSHA PEL: 20 ppm STEL; 50 ppm 10-min peak, 
   once per 8 hr. shift 
   ACGIH TLV: 10 ppm TWA; 15 ppm STEL 

 
9. PHYSICAL AND CHEMICAL PROPERTIES

orm Sheet 

 
olor Silver outer fabric with a black inner layer and blue release liner. 

 
dor Petroleum 

 
roperties pH: N/A 

Water solubility: Insoluble 

Y 
10. STABILITY AND REACTIVIT
eactivity Stable 
 

aterials to avoid None known 
 

onditions to avoid Elevated temperatures 
 

azardous decomposition 
roducts 

Carbon monoxide, carbon dioxide, sulfur oxides, and hydrogen sulfide. 

N 
11. TOXICOLOGICAL INFORMATIO
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cute Toxicity No information on product is available. 
 



 
Chronic Toxicity In March, 1987 the International Agency for Research on Cancer (IARC) 

classified bitumens (such as petroleum asphalt in this product) as a Group 3 
material: “not classifiable as to its carcinogenicity to humans.” NIOSH 
recently conducted mouse skin painting studies using selected fractions of 
asphalt fume condensate. Skin application of the condensate fractions 
resulted in skin tumors in laboratory mice. 
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12. ECOLOGICAL INFORMATIO
cotoxicity This product is not toxic to animals, plants or fish. 

 
13. DISPOSAL CONSIDERATIONS
CRA hazardous waste code Not regulated 
 

pecial instructions Observe all federal, state and local laws and regulations. 

N 
14. TRANSPORT INFORMATIO
OT hazard class Not regulated 
DG hazard class Not regulated 

N 
15. REGULATORY INFORMATIO
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SHA regulatory status 
29 CFR 1910.1200) 

Hazardous 

 
ERCLA reportable quantity 

40 CFR 117, 302) 
Name Reportable quantity (lbs) 

None N/A 
 

ARA extremely hazardous 
ubstances (40 CFR 355) 

Name Threshold 
planning 

quantity (lbs) 

Reportable 
quantity (lbs) 

None N/A N/A 
 

ARA hazard categories 
40 CFR 370) 

Immediate (Acute) 
 
 

ARA toxic chemicals 
40 CFR 372) 

Name CAS Number Percentage 

None N/A N/A 
 

nventory Status The chemicals in this product are listed on the US TSCA Chemical 
Substances Inventory and the Canadian Domestic Substances List. 
 

oxic Substance Control Act No specific regulations apply. 
 



Controlled Products Regulations This product has been classified according to the hazard criteria of the 
Canadian Controlled Products Regulations, Section 33, and the MSDS 
contains all required information. 

  
WHMIS classification D2B 
  
State regulations  

FL Hazardous Substance List  Asphalt 
MA Right to Know List Asphalt 
MN Hazardous Substance List Asphalt 
NJ Right to Know List Asphalt 
PA Right to Know List Asphalt 
RI Hazardous Substance List Asphalt 
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16. OTHER INFORMATIO
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bbreviations C - Ceiling limit 
ERG – Emergency Response Guidebook 
LC50 - The concentration of a substance in air that will kill 50% of test 
animals within a certain exposure period. 
LD50 - The dose that causes death in 50% of test animals. 
N/A - Not applicable 
N/D - Not determined 
N/E - Not established 
N/K - Not known 
NIOSH – National Institute for Occupational Safety and Health 
PIN – Product Identification Number 
RQ - Reportable Quantity 
TPQ - Threshold Planning Quantity 
WHMIS – Workplace Hazardous Materials Information System 
 

reparation information  
repared by International Product Safety Management, Inc. 

Fairfield, CT  06824 
1-203-256-8284 

ate prepared 02/23/2006 
eplaces 12/04/2002 
evision information N/A 

isclaimer The information herein has been compiled from sources believed to be 
reliable and is accurate to the best of our knowledge. However, Crafco Inc. 
makes no guarantees regarding information from other sources, and 
expressly does not make any warranties, and assumes no liability for its 
use. 


