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Super Shot Drip Stopper  Use with Crafco Super 

 - PN# 27114 Tip Adapter
 - PN# 50270 Duckbill Valve

Use with Super Shot Melter & E-Z Pour 
Melters with or w/o Drip Stopper.

Swivel Applicator 
3” Swivel Applicator - PN# 
27120

Use with Super Shot Melter wands to 
Crafco Duckbill PN# 

Crafco 
Used for random asphalt and 

Sealing Foot / Flush

PN# 27154 - Sealing tip/ft assembly 1/4” 

PN# 27162 - 3" Disk 
Assembly 

Crafco 
Used for over banding, great 
labor saver.

Applicator Disk

Crafco 
Use for straight asphalt and 

Sealing Foot / Protruded

Crafco 
Use for straight asphalt and 

Joint Sealing Tip

Crafco 
Multi-purpose for random cracks 

Round Sealing Tip

PN# 27159 - Sealing tip/ft assembly 1/4” 
protruding

PN# 27146 - Sealing tip 
assembly 1/4" 

PN# 27170 - Sealing tip assembly 
3/8"

Used for leveling crack sealant 
and where a sealant over band is 
recommended.

Used for leveling crack sealant 
and where a sealant over band is 
recommended. 

Crafco Heavy Duty 
Squeegee 

Crafco Heavy Duty Compact 
Squeegee w/Aluminum 
Handle 

Crafco Pour Pot with 
Wheels
Used to apply a 
uniform band of 
sealant to a crack or 
joint.  Wheeled for 

Crafco Hand Held Pour 
Pot
For application of thin 
crack sealant to a joint 

Crafco Detack is an 
economical, biodegradable 
liquid from Crafco  that 
eliminates sealant tack 
when sprayed onto freshly 
applied hot pour sealant.

Crafco RoadSaver Sealant & 
Asphalt Remover dissolves 
grease, oil, asphalt and 

• Engine Cover 
• Gravity Feed 
• Arrow Board Kit 
• Surge Brakes 
• Engine w/ Gauges 
• Autoloader 
• 50, 70 CFM Compressor 
• Custom Paint 
• Hitch Selection 
• Electric Plug Selection 
• Hitch Extension 
• Cab Brake Control 
• Break-away Battery w/ 
charger 
• Locking Battery Box 
• Light Bar 
• Overnight Heater 
• Fire Extinguisher - 10 or 
20 lb 
• Tool Box 
• Safety Hooks 
• Mud Flaps 

Low center of 
gravity provides 
easy loading, yet 
has ample 
unobstructed 
ground clearance 
for safe towing 

Shut offs are 
incorporated into 
the lid, hose, 
wand, pump, 
burner, and 

Compressor runs 
air lance used to 
clean out dirt and 
debris from cracks 
increasing crack 
sealing efficiency. 

Protects engine 
from the 
elements, 
vandalism and 

Controls operate 
the entire unit and 
overrides possible 
operator error. 
Integrated control 
box houses all  the 

Burner is 
positioned safely 
within the frame 
giving it 
protection and 
ample ground 
clearance.  Time 

With the flip of a toggle 
switch the Super Shot will be 
ready to operate in less than 
an hour.  Shut down at the 

The low voltage electric 
heated hose heats material 
to application temperature 

within 45 minutes.  The hose 
has the longest working 

radius in the industry, a 360° 
swivel, protected sleeve, 

Automatic Agitator
Shut-Off and

Splash Proof Lid

Integrated Operator
Control System

Optional
Compressor

Optional
Engine Cover

Efficient Burner Low Profile

Webbed Reinforced 
Welded Frame

crafco engineered options and features reduce operating and labor costs

HEATED HOSEQUICK AND EASY
START-UP

Crafco offers many Engineered Performance Options to 

increase
production, save labor and lower operating costs.  The 

versatility of
the Super Shot units allows you to specify options in 

your time frame, from the initial placement of the order 

all the way through production. Most Super Shot units 

have been engineered to accept any option, whether 

it's an autoloader, compressor, light bar or fire 

extinguisher.  These options will enhance production, 

increase safety and security.

Engine covers and battery boxes protect 

the engine from the elements and add 

security.  The autoloader increases 

production, adds safety and decreases 






